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In conjunction of a possible rainfall event and the presence of a flood control dam, this paper explores the evacuation of population as a response to a NaTech hazard. The hazard of dam failure is thus a cascade reaction of a prior meteorological hazard, which directs the work towards preventive evacuation. It is also fully pedestrian.

Using operational feedbacks and literature review on the process to identify actors and interactions. 

  Starting from various information material, the first aim is to reach a global understanding of « what is an evacuation

Context of pedestrian evacuations
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Results

The use of a Multi-agent system framework is well suit to simulate pedestrian evacuation. Results demonstrate realistic egress times, and serious possibilities to fulfill various indicators. It is thus, an interesting first contribution to be completed with better integration of human behaviors complexity, and contextual scenarios. 

Conclusion and perspectives
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Each dot embodies a person concerned by the evacuation process.

Algorithms

The standard simulation consider only peoples leaving under two meters height and less than 200 meters away (blue area) from the river. as concerned by the alert.

Two scenarios, one considering a larger zone (1km) around the river (in yellow), and another evacuating also the population leaving upstairs within the building (in red) in the 1km zone, were also explored Same areas appear to be congestioned, highest density reached shows 225 peoples in road sections of 248m². Highlight of key points and identification of main problems.

Reusable model using a standard modelling language (UML)
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The simulation According to the table, evacuation time tends to be reduced when the number of people for a shelter is lower. Mapped evacuation data also shows high pedestrian density at the density at the east-north exit.
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With a specific focus on the Ales (central municipality of the study area).